Concept-Author-Title 


INDEX 


VOLUME 26, NUMBERS 1-6, 1987 


A 


AOF — Improved Well Productivity Realized by Fracturing with 
Frac Oil as Compared to Diesel, by J.A. Shibley and R.A.F. 
Leonard, Vol. 26, No. 1, P86-90, Jan.-Feb. 87. 

Alkaline-Polymer-Surfactant Flood — Laboratory Evaluation of Cross- 
linked Polymer and Alkaline-Polymer-Surfactant Flood, by 
F.F.J. Lin, G.J. Besserer and M.J. Pitts, Vol. 26, No. 6, P54-56, 
Nov.-Dec. 87. 


Bachman, R.C. — Polymer-Augmented Waterflood in the Rapdan 
Upper Shaunavon Unit, by T.A. Campbell and R.C. Bachman, 
Vol. 26, No. 4, P67-73, July-Aug. 87. 

Barfoot, G.L. — Assessing, and Compensating for, the Impact of the 
Leduc D-3A Gas Blowdown on the Other Golden Trend Pools, by 
G.L. Barfoot and S.C.M. Ko, Vol. 26, No. 4, P28-36, July-Aug. 87. 

Basal Quartz Formation — Improved Well Productivity Realized by 
Fracturing with Frac Oil as Compared to Diesel, by J.A. Shibley 
and R.A.F. Leonard, Vol. 26, No. 1, P86-90, Jan.-Feb. 87. 

Batycky, J.P. — Reservoir Continuity for EOR Application, by 
R.S. Wu, R. Patel, J.P. Batycky and M.D.H. Sykes, Vol. 26, Nc. 
4, P100-102, July-Aug. 87. 

Beliveau, D.A. — Midale CO, Flood Pilot, by D.A. Beliveau, Vol. 26, 
No. 6, P66-69, Nov.-Dec. 87. 

Bennion, D.W. — Simulation of a Directly Miscible Vertical Displace- 
ment Hydrocarbon Solvent Flood, by D.W. Bennion and B. Stewart, 
Vol. 26, No. 1, P97-103, Jan.-Feb. 87. 

An Expanded Compositional Model for Low-Temperature Oxida- 
tion of Athabasca Bitumen, by J.P. Millour, R.G. Moore, 
D.W. Bennion, M.G. Ursenbach and D.N. Gie, Vol. 26, No. 3, 
P24-32, May-June 87. 

Mobility Control in Dynamic Gravity Segregation Flow Systems, 
by B.I. Nzekwu and D.W. Bennion, Vol. 26, No. 4, P80-87, July- 
Aug. 87. 

Bentsen, R.G. — An Experimental Verification of a Modified Instability 
Theory for Immiscible Displacements in Porous Media, by H.K. 
Sarma and R.G. Bentsen, Vol. 26, No. 4, P88-99, July-Aug. 87. 

— A New Stability Theory for Designing Graded Viscosity Banks, by 
G. Coskuner and R.G. Bentsen, Vol. 26, No. 6. P26-30, Nov.- 
Dec. 87. 

Besserer, G.J. — Laboratory Evaluation of Crosslinked Polymer and 
Alkaline-Polymer-Surfactant Flood, by F.F.J. Lin, G.J. Besserer 
and M.J. Pitts, Vol. 26, No. 6, P54-65, Nov.-Dec. 87. 

Birarda, G. — Caisson Wellheads Allcw for Future Use of Offshore 
Exploration Wells, by I. Mcintosh, G. Birarda and W.B. Jonas- 
son, Vol. 26, No. 1, P81-85, Jan.-Feb. 878. 

Bitumen — Recent Enhancements in Mined Oil Sands Bitumen Extrac- 
tion Technology, by R. Houlihan and K.H. Williams, Vol. 26, 
No. 1, P91-96, Jan.-Feb. 87. 

— An Examination of Steam-CO, Processes, by T. Stone and 
J. Ivory, Vol. 26, No. 3, P54-61, May-June 87. 

— Corresponding States Method for Calculating Bitumen Viscosity, 
by A.K. Mehrotra and W.Y. Svrcek, Vol. 26, No. 5, P60-66, 
Sept.-Oct. 87. 


Bottom Water — Mobility Control in Waterflooding Oil Reservoirs 
With a Bottom-Water Zone, by M. Rafiqul Islam and S.M. 
Faroug Ali, Vol. 26, No. 6, P40-53, Nov.-Dec. 87. 

Breakthrough Recovery — An Experimental Verification of a Modified 
Instability Theory for Immiscible Displacements in Porous Media, 
by H.K. Sarma and R.G. Bentsen, Vol. 26, No. 4, P88-99, July- 
Aug. 87. 

Brown, M.W. — Natural Gas Liquids Recovery Project, Taylor, 
British Columbia, by A.F. Sanderson, R.S. Goodall and 
M.W. Brown, Vol. 26, No. 2, P57-62, Mar.-Apr. 87. 

Butler, R.M. — Rise of Interfering Steam Chambers, by R.M. Butler, 
Vol. 26, No. 3, P70-75, May-June 87. 


C 


CAT Scan — Displacement of Heavy Oil Visualized by CAT Scan, by 
P.B. Fransham and J. Jelen, Vol. 26, No. 3, P42-47, May-June 87. 

Campbell, T.A. — Polymer-Augmented Waterflood in the Rapdan 
Upper Shaunavon Unit, by T.A. Campbell and R.C. Bachman, 
Vol. 26, No. 4, P67-73, July-Aug. 87. 

Carbon Dioxide — An Examination of Steam-CO, Processes, by 
T. Stone and J. Ivory, Vol. 26, No. 3, P54-61, May-June 87. 

Carbonates — Mud Filtrate Effects on the Laterolog in Alberta 
Foothills Carbonates, by T.T. Dziuba, Vol. 26, No. 5, P41-50, 
Sept.-Oct. 87. 

Carrier Fluia — Improved Well Productivity Realized by Fracturing 
with Frac Oil as Compared to Diesel, by J.A. Shibley and R.A.F. 
Leonard, Vol. 26, No. 1, P86-90, Jan.-Feb. 87. 

Chemical Adsorption —- Laboratory Evaluation of Crosslinked Polymer 
and Alkaline-Polymer-Surfactant Flood, by F.F.J. Lin, 
G.J. Besserer and M.J. Pitts, Vol. 26, No. 6, P54-56, Nov.-Dec. 87. 

Chen, N.Y. — Low-Temperature Visbreaking of Heavy Crude Oils, by 
N.Y. Chen and E.J.Y. Scott, Vol. 26, No. 3, P20-23, May-June 87. 

Chhom, K.N. — Development and Testing of a Synthetic Cold Lake 
Oil Sand, by J. Ivory, W.D. Gunter, P. Mikkelsen, K.N. Chhom, 
J. Hruschak and B. Tilley, Vol. 26, No. 3, P48-53, May-June 87. 

Completions — Liquid CO, Fracturing: Advantages and Limitations, 
by M.L. Sinal and G. Lancaster, Vol. 26, No. 5, P26-30, Sept.- 
Oct. 87. 

Numerical Simulation of Hydraulic Fracturing Treatments with 
Low-Viscosity Fluids, by A. Settari, R.C. Bachman and 
D.C. Morriscn, Vol. 26, No. 5, P31-40, Sept.-Oct. 87. 

Mud Filtrate Effects on the Laterolog in Alberta Foothills Carbon- 
ates, by T.T. Dziuba, Vol. 26, No. 5, P41-50, Sept.-Oct. 87. 
Analytical Solutions for Vertical Fractures in a Composite System, 
by J.F. Stanislav, C.V. Easwaran and S.L. Kokal, Vol. 26, No. 5, 
P51-56, Sept.-Oct. 87. 

Heated Acids for Improved Stimulation, by M.L. Walker, 
S. Fredrickson, L. Norman and O. Hoch, Vol. 26, No. 5, P57-59, 
Sept.-Oct. 87. 

Cooking Lake Aquifer — Assessing, and Compensating for, the 
Impact of the Leduc D-3A Gas Blowdown on the Other Golden 
Trend Pools, by G.L. Barfoot and S.C.M. Ko, Vol. 26, No. 4, 
P28-36, July-Aug. 87. 

Coskuner, G. — A New Stability Theory for Designing Graded Viscos- 
ity Banks, by G. Coskuner and R.G. P-ntsen, Vol. 26, No. 6, 
P26-30, Nov.-Dec. 87. 


The Journal of Canadian Petroleum Technology 


4 

| 
| 
q 
q 
we 

A 


Concept-Author-Title 


INDEX 


VOLUME 26, NUMBERS 1-6, 1987 


A 


AOF — Improved Well Productivity Realized by Fracturing with 
Frac Oil as Compared to Diesel, by J.A. Shibley and R.A.F. 
Leonard, Vol. 26, No. 1, P86-90, Jan.-Feb. 87. 

Alkaline-Polymer-Surfactant Flood — Laboratory Evaluation of Cross- 
linked Polymer and Alkaline-Polymer-Surfactant Flood, by 
F.F.J. Lin, G.J. Besserer and M.J. Pitts, Vol. 26, No. 6, P54-56, 
Nov.-Dec. 87. 


Bachman, R.C. — Polymer-Augmented Waterflood in the Rapdan 
Upper Shaunavon Unit, by T.A. Campbell and R.C. Bachman, 
Vol. 26, No. 4, P67-73, July-Aug. 87. 

Barfoot, G.L. — Assessing, and Compensating for, the Impact of the 
Leduc D-3A Gas Blowdown on the Other Golden Trend Pools, by 
G.L. Barfoot and S.C.M. Ko, Vol. 26, No. 4, P28-36, July-Aug. 87. 

Basal Quartz Formation — Improved Well Productivity Realized by 
Fracturing with Frac Oil as Compared to Diesel, by J.A. Shibley 
and R.A.F. Leonard, Vol. 26, No. 1, P86-90, Jan.-Feb. 87. 

Batycky, J.P. — Reservoir Continuity for EOR Application, by 
R.S. Wu, R. Patel, J.P. Batycky and M.D.H. Sykes, Vol. 26, Nc. 
4, P100-102, July-Aug. 87. 

Beliveau, D.A. — Midale CO, Flood Pilot, by D.A. Beliveau, Vol. 26, 
No. 6, P66-69, Nov.-Dec. 87. 

Bennion, D.W. — Simulation of a Directly Miscible Vertical Displace- 
ment Hydrocarbon Solvent Flood, by D.W. Bennion and B. Stewart, 
Vol. 26, No. 1, P97-103, Jan.-Feb. 87. 

An Expanded Compositional Model for Low-Temperature Oxida- 
tion of Athabasca Bitumen, by J.P. Millour, R.G. Moore, 
D.W. Bennion, M.G. Ursenbach and D.N. Gie, Vol. 26, No. 3, 
P24-32, May-June 87. 

Mobility Control in Dynamic Gravity Segregation Flow Systems, 
by B.I. Nzekwu and D.W. Bennion, Vol. 26, No. 4, P80-87, July- 
Aug. 87. 

Bentsen, R.G. — An Experimental Verification of a Modified Instability 
Theory for Immiscible Displacements in Porous Media, by H.K. 
Sarma and R.G. Bentsen, Vol. 26, No. 4, P88-99, July-Aug. 87. 

— A New Stability Theory for Designing Graded Viscosity Banks, by 
G. Coskuner and R.G. Bentsen, Vol. 26, No. 6. P26-30, Nov.- 
Dec. 87. 

Besserer, G.J. — Laboratory Evaluation of Crosslinked Polymer and 
Alkaline-Polymer-Surfactant Flood, by F.F.J. Lin, G.J. Besserer 
and M.J. Pitts, Vol. 26, No. 6, P54-65, Nov.-Dec. 87. 

Birarda, G. — Caisson Wellheads Allcw for Future Use of Offshore 
Exploration Wells, by I. Mcintosh, G. Birarda and W.B. Jonas- 
son, Vol. 26, No. 1, P81-85, Jan.-Feb. 878. 

Bitumen — Recent Enhancements in Mined Oil Sands Bitumen Extrac- 
tion Technology, by R. Houlihan and K.H. Williams, Vol. 26, 
No. 1, P91-96, Jan.-Feb. 87. 

— An Examination of Steam-CO, Processes, by T. Stone and 
J. Ivory, Vol. 26, No. 3, P54-61, May-June 87. 

— Corresponding States Method for Calculating Bitumen Viscosity, 
by A.K. Mehrotra and W.Y. Svrcek, Vol. 26, No. 5, P60-66, 
Sept.-Oct. 87. 


Bottom Water — Mobility Control in Waterflooding Oil Reservoirs 
With a Bottom-Water Zone, by M. Rafiqul Islam and S.M. 
Faroug Ali, Vol. 26, No. 6, P40-53, Nov.-Dec. 87. 

Breakthrough Recovery — An Experimental Verification of a Modified 
Instability Theory for Immiscible Displacements in Porous Media, 
by H.K. Sarma and R.G. Bentsen, Vol. 26, No. 4, P88-99, July- 
Aug. 87. 

Brown, M.W. — Natural Gas Liquids Recovery Project, Taylor, 
British Columbia, by A.F. Sanderson, R.S. Goodall and 
M.W. Brown, Vol. 26, No. 2, P57-62, Mar.-Apr. 87. 

Butler, R.M. — Rise of Interfering Steam Chambers, by R.M. Butler, 
Vol. 26, No. 3, P70-75, May-June 87. 


C 


CAT Scan — Displacement of Heavy Oil Visualized by CAT Scan, by 
P.B. Fransham and J. Jelen, Vol. 26, No. 3, P42-47, May-June 87. 

Campbell, T.A. — Polymer-Augmented Waterflood in the Rapdan 
Upper Shaunavon Unit, by T.A. Campbell and R.C. Bachman, 
Vol. 26, No. 4, P67-73, July-Aug. 87. 

Carbon Dioxide — An Examination of Steam-CO, Processes, by 
T. Stone and J. Ivory, Vol. 26, No. 3, P54-61, May-June 87. 

Carbonates — Mud Filtrate Effects on the Laterolog in Alberta 
Foothills Carbonates, by T.T. Dziuba, Vol. 26, No. 5, P41-50, 
Sept.-Oct. 87. 

Carrier Fluia — Improved Well Productivity Realized by Fracturing 
with Frac Oil as Compared to Diesel, by J.A. Shibley and R.A.F. 
Leonard, Vol. 26, No. 1, P86-90, Jan.-Feb. 87. 

Chemical Adsorption —- Laboratory Evaluation of Crosslinked Polymer 
and Alkaline-Polymer-Surfactant Flood, by F.F.J. Lin, 
G.J. Besserer and M.J. Pitts, Vol. 26, No. 6, P54-56, Nov.-Dec. 87. 

Chen, N.Y. — Low-Temperature Visbreaking of Heavy Crude Oils, by 
N.Y. Chen and E.J.Y. Scott, Vol. 26, No. 3, P20-23, May-June 87. 

Chhom, K.N. — Development and Testing of a Synthetic Cold Lake 
Oil Sand, by J. Ivory, W.D. Gunter, P. Mikkelsen, K.N. Chhom, 
J. Hruschak and B. Tilley, Vol. 26, No. 3, P48-53, May-June 87. 

Completions — Liquid CO, Fracturing: Advantages and Limitations, 
by M.L. Sinal and G. Lancaster, Vol. 26, No. 5, P26-30, Sept.- 
Oct. 87. 

Numerical Simulation of Hydraulic Fracturing Treatments with 
Low-Viscosity Fluids, by A. Settari, R.C. Bachman and 
D.C. Morriscn, Vol. 26, No. 5, P31-40, Sept.-Oct. 87. 

Mud Filtrate Effects on the Laterolog in Alberta Foothills Carbon- 
ates, by T.T. Dziuba, Vol. 26, No. 5, P41-50, Sept.-Oct. 87. 
Analytical Solutions for Vertical Fractures in a Composite System, 
by J.F. Stanislav, C.V. Easwaran and S.L. Kokal, Vol. 26, No. 5, 
P51-56, Sept.-Oct. 87. 

Heated Acids for Improved Stimulation, by M.L. Walker, 
S. Fredrickson, L. Norman and O. Hoch, Vol. 26, No. 5, P57-59, 
Sept.-Oct. 87. 

Cooking Lake Aquifer — Assessing, and Compensating for, the 
Impact of the Leduc D-3A Gas Blowdown on the Other Golden 
Trend Pools, by G.L. Barfoot and S.C.M. Ko, Vol. 26, No. 4, 
P28-36, July-Aug. 87. 

Coskuner, G. — A New Stability Theory for Designing Graded Viscos- 
ity Banks, by G. Coskuner and R.G. P-ntsen, Vol. 26, No. 6, 
P26-30, Nov.-Dec. 87. 


The Journal of Canadian Petroleum Technology 


4 

| 
| 
q 
q 
we 

A 


Critical Well — Canterra Caroline 12-12-32-6 W5M: the Drilling of a 
Critical Sour Gas Well in the Post-Lodgepole Era, by A. Land- 
siedel, Vol. 26, No. 1, P74-80, Jan.-Feb. 87. 

Crosslinking — Laboratory Evaluation of Crosslinked Polymer and 
Alkaline-Polymer-Surfactant Flood, by F.F.J. Lin, G.J. Besserer 
and M.J. Pitts, Vol. 26, No. 6, P54-65, Nov.-Dec. 87. 


D 


Davies, G.E. — Waste Management for a Large-Scale Drilling Project, 
by G.E. Davies and J.H. Wensley, Vol. 26, No. 2, P44-51, Mar.- 
Apr. 87. 

Decision Tree — Caisson Wellheads Allow for Future Use of Offshore 
Exploration Wells, by I. McIntosh, G. Birarda and W.B. Jonas- 
son, Vol. 26, No. 1, P81-85, Jan.-Feb. 87. 

Delineation Wells — Caisson Wellheads Allow for Future Use of Off- 
shore Exploration Wells, by I. McIntosh, G. Birarda and 
W.B. Jonasson, Vol. 26, No. 1, P81-85, Jan.-Feb. 87. 

Derochie, L.J. — Performance of South Swan Hills Tertiary Miscible 
Flood, by L.J. Derochie, Vol. 26, No. 6, P76-81, Nov.-Dec. 87. 

Deviated Wells — An Evaluation of Survey Accuracy at Cold Lake, by 
D.A. Gust, Vol. 26, No. 2, P52-56, Mar.-Apr. 87. 

Diaconescu, P. — Optimized Drilling Through Use of Downhole 
Motors, by P. Diaconescu and L. LeBlanc, Vol. 26, No. 2, 
P38-43, Mar.-Apr. 87. 

Downhole Motor — Optimized Drilling Through Use of Downhole 
Motors, by P. Diaconescu and L. LeBlanc, Vol. 26, No. 2, P38- 
43, Mar.-Apr. 87. 

Drill Bits — Optimized Drilling Through Use of Downhole Motors, 
by P. Diaconescu and L. LeBlanc, Vol. 26, No. 2, P38-43, Mar.- 
Apr. 87. 

Drilling — Canterra Caroline 12-12-32-6 W5M: The Drilling of a 
Critical Sour Gas Well in the Post-Lodgepole Era, by A. Land- 
siedel, Vol. 26, No. 1, P74-80, Jan.-Feb. 87. 

— Caisson Wellheads Allow for Future Use of Offshore Exploration 
Wells, by I. McIntosh, G. Birarda and W.B. Jonasson, Vol. 26, 
No. 1, P81-85, Jan.-Feb. 87. 

— Improved Well Productivity Realized by Fracturing with Frac Oil 
as Compared to Diesel, by J.A. Shibley and R.A.F. Leonard, Vol. 
26, No. 1. P86-90, Jan.-Feb. 87. 

— Optimized Drilling Through Use of Downhole Motors, by 
P. Diaconescu and L. LeBlanc, Vol. 26, No. 2, P38-43, Mar.- 
Apr. 87. 

— Waste Management for a Large-Scale Drilling Project, by 
G.E. Davies and J.H. Wensley, Vol. 26, No. 2, P44-51, Mar.- 
Apr. 87. 

— An Evaluation of Survey Accuracy at Cold Lake, by D.A. Gust, 
Vol. 26, No. 2, P52-56, Mar.-Apr. 87. 

— Reservoir Characteristics of the Weyburn Field, Southeastern Sas- 
katchewan, by A. Wegelin, Vol. 26, No. 4, P60-66, July-Oct. 87. 

Dziuba, T.T. — Mud Filtrate Effects on the Laterolog in Alberta 
Foothills Carbonates, by T.T. Dziuba, Vol. 26, No. 5, P41-50, 
Sept.-Oct. 87. 


E 


Easwaran, C.V. — Analytical Solutions for Vertical Fractures in a 
Composite System, by J.F. Stanislav, C.V. Easwaran and 
S.L. Kokal, Vol. 26, No. 5, P51-56, Sept.-Oct. 87. 

Emergency Response Plan — Canterra Caroline 12-12-32-6 WS5M: 
the Drilling of a Critical Sour Gas Well in the Post-Lodgepole Era, 
by A. Landsiedel, Vol. 26, No. 1, P74-80, Jan.-Feb. 87. 

Emulsion — Mobility Control in Waterflooding Oil Reservoirs with a 
Bottom-Water Zone, by M. Rafiqul Islam and S.M. Faroug Ali, 
Vol. 26, No. 6, P40-53, Nov.-Dec. 87. 

Enhanced Oil Recovery — Polymer-Augmented Waterflood in the 
Rapdan Upper Shaunavon Unit, by T.A. Campbell and 
R.C. Bachman, Vol. 26, No. 4, P67-73, July-Aug. 87. 

— Reservoir Continuity for EOR Application, by R.S. Wu, R. Patel, 
J.P. Batycky and M.D.H. Sykes, Vol. 26, No. 4, P100-102, July- 
Aug. 87. 

— ANewStability Theory for Designing Graded Viscosity Banks, by 
G. Coskuner and R.G. Bentsen, Vol. 26, No. 6, P26-30, Nov.- 
Dec. 87. 

— Multiple Contact Phase Behaviour in the Displacement of Crude 

Oil with Nitrogen and Enriched Nitrogen, by S.G. Sayegh, 

S.T. Wang and J. Najman, Vol. 26, No. 6, P31-39, Nov.-Dec. 87. 


January-February 1988, Montreal 


— Mobility Control in Waterflooding Oil Reservoirs with a Bottom- 
Water Zone, by M. Rafiqul Islam and S.M. Faroug Ali, Vol. 26 
No. 6, P40-53, Nov.-Dec. 87. 

— Laboratory Evaluation of Crosslinked Polymer and Alkaline- 
Polymer-Surfactant Flood, by F.F.J. Lin, G.J. Besserer and 
M.J. Pitts, Vol. 26, No. 6, P54-65, Nov.-Dec. 87. 

— Midale CO, Flood Pilot, by D.A. Beliveau, Vol. 26, No. 6, 
P66-69, Nov.-Dec. 87. 

— Reservoir Surveillance Program: Judy Creek Beaverhill Lake ‘A’ 
Pool Hydrocarbon Miscible Flood, by H.P. Jonasson, Vol. 26, 
No. 6, P70-75, Nov.-Dec. 87. 

— Performance of South Swan Hills Tertiary Miscible Flood, by 
L.J. Derochie, Vol. 26, No. 6, P76-81, Nov.-Dec. 87. 

Enhanced Recovery — Modelling Carbonate Reservoir Porosity for 
Enhanced Recovery Schemes, by D.M. Kent, Vol. 26, No. 4, 
P53-59, July-Aug. 87. 

— Reservoir Characteristics of the Weyburn Field, southeastern Sas- 
katchewan, by A. Wegelin, Vol. 26, No. 4, P60-66, July-Aug. 87. 

Environmental Concerns — Waste Management for a Large-Scale 
Drilling Project, by G.E. Davies and J.H. Wensley, Vol. 26, No. 
2, P44-51, Mar.-Apr. 87. 


Faroug Ali, S.M. — Mobility Control in Waterflooding Oil Reservoirs 
with a Bottom-Water Zone, by M. Rafiqul Islam and S.M Farouq 
Ali, Vol. 26, No. 6, P40-53, Nov.-Dec. 87. 

Flow-in Porous Media — Effects of Temperature on Heavy Oil-Water 
Relative Permeability of Sand, by B.B. Maini and T. Okazawa, 
Vol. 26, No. 3, P33-41, May-June 87. 

Foaming Agents — Mobility Control in Dynamic Gravity Segregation 
Flow Systems, by B.I. Nzekwu and D.W. Bennion, Vol. 26, No. 4, 
P80-87, July-Aug. 87. 

Fractures — Reservoir Characteristics of the Weyburn Field, South- 
eastern Saskatchewan, by A. Wegelin, Vol. 26, No. 4, P60-66, 
July-Aug. 87. 

— Midale CO, Flood Pilot, by D.A. Beliveau, Vol. 26, No. 6, 
P66-69, Nov.-Dec. 87. 

Fracturing — Liquid CO, Fracturing: Advantages and Limitations, by 
MLL. Sinal and G. Lancaster, Vol. 26, No. 5, P26-30, Sept.-Oct. 
87. 

— Numerical Simulation of Hydraulic Fracturing Treatments with 
Low-Viscosity Fluids, by A. Settari, R.C. Bachman and 
D.C. Morrison, Vol. 26, No. 5, P31-40, Sept.-Oct. 87. 

Fransham, P.B. — Displacement of Heavy Oil Visualized by CAT 
Scan, by P.B. Fransham and J. Jelen, Vol. 26, No. 3, P42-47, 
May-June 87. 

Frauenfeld, T. — The Use of Flue Gas with Steam in Bitumen 
Recovery from Oil Sands, by T.N. Nasr, D.R. Prowse and 
T. Frauenfeld, Vol. 26, No. 3, P62-69, May-June 87. 

Fredrickson, S. — Heated Acids for Improved Stimulation, by 
M.L. Walker, S. Fredrickson, L. Norman and O. Hoch, Vol. 26, 
No. 5, P57-59, Sept.-Oct. 87. 


G 


Gamma-Ray Attenuation — Mobility Control in Dynamic Gravity 
Segregation Flow Systems, by B.I. Nzekwu and D.W. Bennion, 
Vol. 26, No. 4, P80-87, July-Aug. 87. 

Gelation Matrix — Laboratory Evaluation of Crosslinked Polymer 
and Alkaline-Polymer-Surfactant Flood, by F.F.J. Lin, 
G.J. Besserer and M.J. Pitts, Vol. 26, No. 6, P54-56, Nov.-Dec. 87. 

Gie, D.N. — An Expanded Compositional Model for Low-Temperature 
Oxidation of Athabasca Bitumen, by J.P. Millour, R.G. Moore, 
D.W. Bennion, M.G. Ursenbach and D.N. Gie, Vol. 26, No. 3, 
P24-32, May-June 87. 

Golden Trend — Assessing, and Compensating for, the Impact of the 
Leduc D-3A Gas Blowdown on the Other Golden Trend Pools, by 
G.L. Barfoot and S.C.M. Ko, Vol. 26, No. 4, P28-36, July-Aug. 87. 

Goodall, R.S. — Natural Gas Liquids Recovery Project, Taylor, 
British Columbia, by A.F. Sanderson, R.S. Goodall and 
M.W. Brown, Vol. 26, No. 2, P57-62, Mar.-Apr. 87. 

Grain-Size Analysis — Reservoir Geology of the Neilburg McLaren 
Pool, Lloydminster Region of Saskatchewan, by L.W. Vigrass, 
S. Richardson and E.S. Pappas, Vol. 26, No. 4, P43-52, July- 
Aug. 87. 

Graphical Techniques — Further Analysis of Production-Performance 

Graphs, by R.A. Purvis, Vol. 26, No. 4, P74-79, July-Aug.87 


97 


Gravity Segregation — Mobility Control in Dynamic Gravity Segrega- 
tion Flow Systems, by B.I. Nzekwu and D.W. Bennion, Vol. 26, 
No. 4, P80-87, July-Aug. 87. 

Griswold, W. — Performance Evaluation of the Boundary Lake South 
Triassic ‘H’ Pool, by W. Griswold and S. Ko, Vol. 26, No. 4, 
P37-42, July-Aug. 87. 

Gunter, W.D. — Development and Testing of a Synthetic Cold Lake 
Oil Sand, by J. Ivory, W.D. Gunter, P. Mikkelsen, K.N. Chhom, 
J. Hruschak and B. Tilley, Vol. 26, No. 3, P48-53, May-June 87. 

Gust, D.A. — An Evaluation of Survey Accuracy at Cold Lake, by 
D.A. Gust, Vol. 26, No. 2, P52-56, Mar.-Apr. 87. 

Gyroscopes — An Evaluation of Survey Accuracy at Cold Lake, by 
D.A. Gust, Vol. 26, No. 2, P52-56, Mar.-Apr. 87. 


H 


Heavy Oil — Recent Enhancements in Mined Oil Sands Bitumen 
Extraction Technology, by R. Houlihan and K.H. Williams, Vol. 
26, No. 1, P91-96, Jan.-Feb. 87. 

Low-Temperature Visbreaking of Heavy Crude Oils, by 
N.Y. Chen and E.J.Y. Scott, Vol. 26, No. 3, P20-23, May- 
June 87. 

An Expanded Compositional Model for Low-Temperature Oxida- 
tion of Athabasca Bitumen, by J.P. Millour, R.G. Moore, 
D.W. Bennion, M.G. Ursenbach and D.N. Gie, Vol. 26, No. 3, 
P24-32, May-June 87. 

Effects of Temperature on Heavy Oil-Water Relative Permeability 
of Sand, by B.B. Maini and T. Okazawa, Vol. 26, No. 3, P33-41, 
May-June 87. 

Displacement of Heavy Oil Visualized by CAT Scan, by 
P.B. Fransham and J. Jelen, Vol. 26, No. 3, P42-47, May- 
June 87. 

Development and Testing of a Synthetic Cold Lake Oil Sand, by 
J. Ivory, W.D. Gunter, P. Mikkelsen, K.N. Chhom, J. Hruschak 
and B. Tilley, Vol. 26, No. 3. P48-53, May-June 87. 

Rise of Interfering Steam Chambers, by R.M. Bulter, Vol. 26, No. 
3, P70-75, May-June 87. 

Reservoir Geology of the Neiburg McLaren Pool, Lloydminster 
Region of Saskatchewan, by L.W. Vigrass, S. Richardson and 
E.S. Pappas, Vol. 26, No. 4, P43-52, July-Aug. 87. 
Corresponding States Method for Calculating Bitumen 
Viscosity, by A.K. Mehrotra and W.Y. Svrcek, Vol. 26, No. 5, 
P60-66, Sept.-Oct. 87. 

Heavy Oil Recovery — An Examination of Steam-CO, Processes, by 
T. Stone and J. Ivory, Vol. 26, No. 3, P54-61, See tune 87. 

— The Use of Flue Gas with Steam in Bitumen Recovery from Oil 
Sands, by T.N. Nasr, D.R. Prowse and T. Frauenfeld, Vol. 26, 
No. 3, P62-69, May-June 87. 

History Match — Performance Evaluation of the Boundary Lake 
South Triassic ‘H’ Pool, by W. Griswold and S. Ko, Vol. 26, No. 
4, P37-42, July-Aug. 87. 

Hoch, O. — Heated Acids for Improved Stimulation, by M.L. Walker, 
S. Fredrickson, L. Norman and O. Hoch, Vol. 26, No. 5, P57-59, 
Sept.-Oct. 87. 

Hot Water Extraction Process — Recent Enhancements in Mined Oil 
Sands Bitumen Extraction Technology, by R. Houliham and 
K.H. Williams, Vol. 26, No. 1, P91-96, Jan.-Feb. 87. 

Houlihan, R. — Recent Enhancements in Mined Oil Sands Bitumen 
Extraction Technology, by R. Houlihan and K.H. Williams, Vol. 
26, No. 1, P91-96, Jan.-Feb. 87. 

Hruschak, J. — Development and Testing of a Synthetic Cold Lake Oil 
Sand, by J. Ivory, W.D. Gunter, P. Mikkelsen, K.N. Chhom, 
J. Hruschak and B. Tilley, Vol. 26, No. 3, P48-53, May-June 87. 

Hydraulic Fracturing — Improved Well Productivity Realized by Frac- 
turing with Frac Oil as Compared to Diesel, by J.A. Shibley and 
R.A.F. Leonard, Vol. 26, No. 1, P86-90, Jan.-Feb. 87. 

Hydrocarbon Miscible Flooding — Simulation of a Directly Miscible 
Vertical Displacement Hydrocarbon Solvent Flood, by D.W. Ben- 
nion and B. Stewart, Vol. 26, No. 1, P97-103, Jan.-Feb. 87. 

Hydrocarbon Oxidation — An Expanded Compositional Model for 
Low-Temperature Oxidation of Athabasca Bitumen, by J.P. Mil- 
lour, R.G. Moore, D.W. Bennion, M.G. Ursenbach and D.N. Gie, 
Vol. 26, No. 3, P24-32, May-June 87. 

Hydrogen Sulphide — Canterra Caroline 12-12-32-6 W5M: The Drill- 
ing of a Critical Sour Gas Well in the Post-Lodgepole Era, by 
A. Landsiedel, Vol. 26, No. 1, P74-80, Jan.-Feb. 87. 


I 


Immiscible Displacement — An Experimental Verification of a Modified 
Instability Theory for Immiscible Displacements in Porous Media, 
by H.K. Sarma and R.G. Bentsen, Vol. 26, No. 4, P88-99, July- 
Aug. 87. 

In Situ Combustion — An Expanded Compositional Model for Low- 
Temperature Oxidation of Athabasca Bitumen, by J.P. Millour, 
R.G. Moore, D.W. Bennion, M.G. Ursenbach and D.N. Gie, Vol. 
26, No. 3, P24-32, May-June 87. 

Infill Drilling — Performance Evaluation of the Boundary Lake South 
Triassic ‘H’ Pool, by W. Griswold and S. Ko, Vol. 26, No. 4, 
P37-42, July-Aug. 87. 

Islam, M.R. — Mobility Control in Waterflooding Oil Reservoirs with 
a Bottom-Water Zone, by M. Rafiqul Islam and S.M Farougq Ali, 
Vol. 26, No. 6, P40-53, Nov.-Dec. 87. 

Ivory, J. — Development and Testing of a Synthetic Cold Lake Oil 
Sand, by J. Ivory, W.D. Gunter, P. Mikkelsen, K.N. Chhom, 
J. Hruschak and B. Tilley, Vol. 26, No. 3, P48-53, May-June 87. 

— An Examination of Steam-CO, Processes, by T. Stone and 
J. Ivory, Vol. 26, No. 3, P54-61, May-June 87. 


J 


Jankovic, M.S. — An Analytical Model of One-Dimensional Miscible 
Displacement in Porous Media, by M.S. Jankovic, Vol. 26, No. 6, 
P82-95, Nov.-Dec. 87. 

Jelen, J. — Displacement of Heavy Oil Visualized by CAT Scan, by 
P.B. Fransham and J. Jelen, Vol. 26, No. 3, P42-47, May- 
June 87. 

Jonasson, H.P. — Reservoir Surveillance Program: Judy Creek 
Beaverhill Lake ‘A’ Pool Hydrocarbon Miscible Flood, by 
H.P. Jonasson, Vol. 26, No. 6, P70-75, Nov.-Dec. 87. 

Jonasson, W.B. — Caisson Wellheads Allow for Future Use of Off- 
shore Exploration Wells, oy I. McIntosh, G. Birarda and 
W.B. Jonasson, Vol. 26, No. 1, P81-85, Jan.-Feb. 87. 


K 


Kent, D.M. — Modelling Carbonate Reservoir Porosity for Enhanced 
Recovery Schemes, by D.M. Kent, Vol. 26, No. 4, P53-59, July- 
Aug. 87. 

Ko, S. — Performance Evaluation of the Boundary Lake South 
Triassic ‘H’ Pool, by W. Griswold and S. Ko, Vol. 26, No. 4, 
P37-42, July-Aug. 87. 

Ko, S.C.M. — Assessing, and Compensating for, the Impact of the 
Leduc D-3A Gas Blowdown on the Other Golden Trend Pools, by 
G.L. Barfoot and S.C.M. Ko, Vol. 26, No. 4, P28-36, July- 
Aug. 87. 

Kokal, S.L. —Analytical Solutions for Vertical Fractures in a 
Composite System, by J.F. Stanislav, C.V. Easwaran and 
S.L. Kokal, Vol. 26, No. 5, P51-56, Sept.-Oct. 87. 

Kruyer Extraction Process — Recent Enhancements in Mined Oil 
Sands Bitumen Extraction Technology, by R. Houlihan and 
K.H. Williams, Vol. 26, No. 1, P91-96, Jan.-Feb. 87. 


L 


Laboratory Studies — Development and Testing of a Synthetic Cold 
Lake Oil Sand, by J. Ivory, W.D. Gunter, P. Mikkelsen, 
K.N. Chhom, J. Hruschak and B. Tilley, Vol. 26, No. 3, P48-53, 
May-June 87. 

— The Use of Flue Gas with Steam in Bitumen Recovery from Oil 
Sands, by T.N. Nasr, D.R. Prowse and T. Frauenfeld, Vol. 26, 
No. 3, P62-69, May-June 87. 

Lancaster, G. — Liquid CO, Fracturing: Advantages and Limitations, 
by M.L. Sinal and G. Lancaster, Vol. 26, No. 5, P26-30, 
Sept.-Oct. 87. 

Landsiedel, A. — Canterra Caroline 12-12-32-6 W5M: The Drilling 
of a Critical Sour Gas Well in the Post-Lodgepole Era, by 
A. Landsiedel, Vol. 26, No. 1, P74-80, Jan.-Feb. 87. 

Laterolog — Mud Filtrate Effects on the Laterolog in Alberta Foothills 
Carbonates, by T.T. Dziuba, Vol. 26, No. 5, P41-50, Sept.- 
Oct. 87. 


The Journal of Canadian Petroleum Technology 


g 
| 
| 
| 
| 
| 
§ 
q 
: 
ity 
4 
} 
i 
4 
98 


LeBlanc, «. — Optimized Drilling Through Use of Downhole Motors, 
by P. Diaconescu and L. LeBlanc, Vol. 26, No. 2, P38-43, 
Mar.-Apr. 87. 

Leduc D-3A — Assessing, and Compensating for, the Impact of the 
Leduc D-3A Gas Blowdown on the Other Golden Trend Pools, by 
G.L. Barfoot and S.C.M. Ko, Vol. 26, No. 4, P28-36, July- 
Aug. 87. 

Leduc-age Biotherms — Assessing, and Compensating for, the Impact 
of the Leduc D-3A Gas Blowdown on the Other Golden Trend 
Pools, by G.L. Barfoot and S.C.M. Ko, Vol. 26, No. 4, P28-36, 
July-Aug. 87. 

Leonard, R.A.F. — Improved Well Productivity Realized by Fracturing 
with Frac Oil as Compared to Diesel, by J.A. Shibley and 
R.A.F. Leonard, Vol. 26, No. 1, P86-90, Jan.-Feb. 87. 

Lin, F.J. — Laboratory Evaluation of Crosslinked Polymer and 
Alkaline-Polymer-Surfactant Flood, by F.F.J. Lin, G.J. Besserer 
and M.J. Pitts, Vol. 26, No. 6, P54-65, Nov.-Dec. 87. 

Lithology — Optimized Drilling Through Use of Downhole Motors, by 
P. Diaconescu and L. LeBlanc, Vol. 26, No. 2, P38-43, Mar.- 
Apr. 87. 

Logging — Reservoir Surveillance Program: Judy Creek Beaverhill 
Lake ‘A’ Pool Hydrocarbon Miscible Flood, by H.P. Jonasson, 
Vol. 26, No. 6, P70-75, Nov.-Dec. 87. 


M 


Maini, B.B. — Effects of Temperature on Heavy Oil-Water 
Permeability of Sand, by B.B. Maini and T. Okazawa, Vol. 26, 
No. 3, P33-41, May-June 87. 

Mathematical Aquifers — Assessing, and Compensating for, the 
Impact of the Leduc D-3A Gas Blowdown on the Other Golden 
Trend Pools, by G.L. Barfoot and S.C.M. Ko, Vol. 26, No. 4, 
P28-36, July-Aug. 87. 

McIntosh, I. — Caisson Wellheads Allow for Future Use of Offshore 
Exploration Wells, by I. McIntosh, G. Birarda and W.B. Jonas- 
son, Vol. 26, No. 1, P81-85, Jan.-Feb. 87. 

Mehrotra, A.K. — Corresponding States Method for Calculating 
Bitumen Viscosity, by A.K. Mehrotra and W.Y. Svrcek, Vol. 26, 
No. 5, P60-66, Sept.-Oct. 87. 

Mikkelsen, P. — Development and Testing of a Synthetic Cold Lake 
Oil Sand, by J. Ivory, W.D. Gunter, P. Mikkelsen, K.N. Chhom, 
J. Hruschak and B. Tilley, Vol. 26, No. 3, P48-53, May-June 87. 

Millour, J.P. — An Expanded Compositional Model for Low-Tempera- 
ture Oxidation of Athabasca Bitumen, by J.P. Millour, R.G. 
Moore, D.W. Bennion, M.G. Ursenbach and D.N. Gie, Vol. 26, 
No. 3, P24-32, May-June 87. 

Miscible Flooding — A New Stability Theory for Designing Graded 
Viscosity Banks, by G. Coskuner and R.G. Bentsen, Vol. 26, No. 
6, P26-30, Nov.-Dec. 87. 

Multiple Contact Phase Behaviour in the Displacement of Crude 
Oil with Nitrogen and Enriched Nitrogen, by S.G. Sayegh, 
S.T. Wang and J. Najman, Vol. 26, No. 6, P31-39, Nov.-Dec. 87. 
Midale CO, Flood Pilot, by D.A. Beliveau, Vol. 26, No. 6, 
P66-69, Nov.-Dec. 87. 

Reservoir Surveillance Program: Judy Creek Beaverhill Lake ‘A’ 
Pool Hydrocarbon Miscible Flood, by H.P. Jonasson, Vol. 26, 
No. 6, P70-75, Nov.-Dec. 87. 

Performance of South Swan Hills Tertiary Miscible Flood, by 
L.J. Derochie, Vol. 26, No. 6, P76-81, Nov.-Dec. 87. 

Miscible Dispiacement — An Analytical Model of One-Dimensional 
Miscible Displacement in Porous Media, by M.S. Jankovic, Vol. 
26, No. 6, P82-95, Nov.-Dec. 87. 

Mobility Control — Mobility Control in Dynamic Qui Segregation 
Flow Systems, by B.I. Nzekwu and D.W. Bennion, Vol. 26, No. 4, 
P80-87, July-Aug. 87. 

— Mobility Control in Waterflooding Oil Reservoirs with a Bottom- 
Water Zone, by M. Rafiqul Islam and S.M. Faroug Ali, Vol. 26, 
No. 6, P40-53, Nov.-Dec. 87. 

Mobility Ratios — A New Stability Theory for Designing Graded 
Viscosity Banks, by G. Coskuner and R.G. Bentsen, Vol. 26, No. 
6, P26-30, Nov.-Dec. 87. 

Modelling — An Expanded Compositional Model for Low- 
Temperature Oxidation of Athabasca Bitumen, by J.P. Millour, 
R.G. Moore, D.W. Bennion, M.G. Ursenbach and D.N. Gie, Vol. 
26, No. 3, P24-32, May-June 87. 

— Modelling Carbonate Reservoir Porosity for Enhanced Recovery 
Schemes, by D.M. Kent, Vol. 26, No. 4, P53-59, July-Aug. 87. 
— Numerical Simulation of Hydraulic Fracturing Treatments with 


January-February 1988, Montreal 


Low-Viscosity Fluids, by A. Settari, R.C. Bachman and 
D.C. Morrison, Vol. 26, No. 5, P31-40, Sept.-Oct. 87. 

— Analytical Solutions for Vertical Fractures in a ite System, 
by J.F. Stanislav, C.V. Easwaran and S.L. Kokal, Vol. 26, No. 5, 
P51-56, Sept.-Oct. 87. 

— Multiple Contact Phase Behaviour in the Displacement of Crude 
Oil with Nitrogen and Enriched Nitrogen, by S.G. Sayegh, 
S.T. Wang and J. Najman, Vol. 26, No. 6, P31-39, Nov.-Dec. 87. 

— An Analytical Model of One-Dimensional Miscible Displacement 
in Porous Media, by M.S. Jankovic, Vol. 26, No. 6, P82-95, 
Nov.-Dec. 87. 

Monitoring — Reservoir Surveillance Program: Judy Creek Beaverhill 
Lake ‘A’ Pool Hydrocarbon Miscible Flood, by H.P. Jonasson, 
Vol. 26, No. 6, P70-75, Nov.-Dec. 87. 

Moore, R.G. — An Expanded Compositional Model for Low- 
Temperature Oxidation of Athabasca Bitumen, by J.P. Millour, 
R.G. Moore, D.W. Bennion, M.G. Ursenbach and D.N. Gie, Vol. 
26, No. 3, P24-32, May-June 87. 

Morrison, D.C. — Numerical Simulation of Hydraulic Fracturing 
Treatments with Low-Viscosity Fluids, by A. Settaari, R.C. Bach- 
man and D.C. Morrison, Vol. 26, No. 5, P31-40, Sept.-Oct. 87. 

Mudline — Caisson Wellheads Allow for Future Use of Offshore 
Exploration Wells, by I. McIntosh, G. Birarda and W.B. Jonas- 
son, Vol. 26, No. 1, P81-85, Jan.-Feb. 87. 


N 


Najman, J. — Multiple Contact Phase Behaviour in the Displacement of 
Crude Oil with Nitrogen and Enriched Nitrogen, by S.G. Sayegh, 
S.T. Wang and J. Najman, Vol. 26, No. 6, P31-39, Nov.-Dec. 87. 

Nasr, T.N. — The Use of Flue Gas with Steam in Bitumen Recovery 
from Oil Sands, by T.N. Nasr, D.R. Prowse and T. Frauenfeld, 
Vol. 26, No. 3, P62-69, May-June 87. 

Natural Gas — Natural Gas Liquids Recovery Project, Taylor, British 
Columbia, by A.F. Sanderson, R.S. Goodall and M.W. Brown, 
Vol. 26, No. 2, P57-62, Mar.-Apr. 87. 

Nitrogen — Multiple Contact Phase Behaviour in the Displacement of 
Crude Oil with Nitrogen and Enriched Nitrogen, by S.G. Sayegh, 
S.T. Wang and J. Najman, Vol. 26, No. 6, P31-39, Nov.-Dec. 87. 

Norman, L.— Heated Acids for Improved Stimulation, by 
M.L. Walker, S. Fredrickson, L. Norman and O. Hoch, Vol. 26, 
No. 5, P57-59, Sept.-Oct. 87. 

Numerical Simulation — Simulation of a Directly Miscible Vertical 
Displacement Hydrocarbon Solvent Flood, by D.W. Bennion and 
B. Stewart, Vol. 26, No. 1, P97-103, Jan.-Feb. 87. 

Nzekwu, B.I. — Mobility Control in Dynamic Gravity Segregation 
Flow Systems, by B.I. Nzekwu and D.W. Bennion, Vol. 26, No. 4, 
P80-87, July-Aug. 87. 


O 


Oil Sands — Recent Enhancements in Mined Oil Sands Bitumen 
Extraction Technology, by R. Houlihan and K.H. Williams, Vol. 
26, No. 1, P91-96, Jan.-Feb. 87. 

Okazawa, T. — Effects of Temperature on Heavy Oil-Water Relative 
Permeability of Sand, by B.B. Maini and T. Okazawa, Vol. 26, 
No. 3, P33-41, May-June 87. 

Oxidation — An Expanded Compositional Model for Low- 
Temperature Oxidation of Athabasca Bitumen, by J.P. Miiiour, 
R.G. Moore, D.W. Bennion, M.G. Ursenbach and D.N. Gie, Vol. 
26, No. 3, P24-32, May-June 87. 


P 


Pad Drilling — Waste Management for a Large-Scale Drilling Project, 
by G.E. Davies and J.H. Wensley, Vol. 26, No. 2, P44-51, 
Mar.-Apr. 87. 

Pappas, E.S. — Reservoir Geology of the Neilburg McLaren Pool, 
Lloydminster Region of Saskatchewan, by L.W. Vigrass, 
S. Richardson and E.S. Pappas, Vol. 26, No. 4, P43-52, July- 
Aug. 87. 

Patel, R. — Reservoir Continuity for EOR Application, by R.S. Wu, 
R. Patel, J.P. Batycky and M.D.H. Sykes, Vol. 26. No. 4, 
P100-102, July-Aug. 87. 


— 


Permeability — Modelling Carbonate Reservoir Porosity for Enhanced 
Recovery Schemes, by D.M. Kent, Vol. 26, No. 4, P53-59, July- 
Aug. 87. 

Pilot Project — Midale CO, Flood Pilot, by D.A. Beliveau, Vol. 26, 
No. 6, P66-69, Nov.-Dec. 87. 

Pitts, M.J. — Laboratory Evaluation of Crosslinked Polymer and 
Alkaline-Polymer-Surfactant Flood, by F.F.J. Lin, G.F. Besserer 
and M.J. Pitts, Vol. 26, No. 6, P54-65, Nov.-Dec. 87. 

Polymer Technology — Laboratory Evaluation of Crosslinked 
Polymer and Alkaline-Polymer-Surfactant Flood, by F.F.J. Lin, 
G.J. Besserer and M.J. Pitts, Vol. 26, No. 6, P54-65, Nov.- 
Dec. 87. 

Polymerflooding — Polymer-Augmented Waterflood in the Rapdan 
Upper Shaunavon Unit, by T.A. Campbell and R.C. Bachman, 
Vol. 26, No. 4, P67-73, July-Aug. 87. 

Porosity — Modelling Carbonate Reservoir Porosity for Enhanced 
Recovery Schemes, by D.M. Kent, Vol. 26, No. 4, P53-59, July- 
Aug. 87. 

— An Experimental Verification of a Modified Instability Theory for 
Immiscible Displacements in Porous Media, by H.K. Sarma and 
R.G. Bentsen, Vol. 26, No. 4, P88-99, July-Aug. 87. 

— An Analytical Model of One-Dimensional Miscible Displacement 
in Porous Media, by M.S. Jankovic, Vol. 26, No. 6, P82-95, 
Nov.-Dec. 87. 

Potassium Chloride — Waste Management for a Large-Scale Drilling 
Project, by G.E. Davies and J.H. Wensley, Vol. 26, No. 2, 
P44-51, Mar.-Apr. 87. 

Prowse, D.R. — The Use of Flue Gas with Steam in Bitumen Recovery 
from Oil Sands, by T.N. Nasr, D.R. Prowse and T. Frauenfeld, 
Vol. 26, No. 3, P62-69, May-June 87. 

Public Hearing — Canterra Caroline 12-12-32-6 W5M: The Drilling 
of a Critical Sour Gas Well in the Post-Lodgepole Era, by 
A. Landsiedel, Vol. 26, No. 1, P74-80, Jan.-Feb. 87. 

Purvis, R.A. — Further Analysis of Production-Performance Graphs, 
by R.A. Purvis, Vol. 26, No. 4, P74-79, July-Aug. 87. 


Q 


Quality Acceptance — Canterra Caroline 12-12-32-6 W5M: The Drill- 
ing of a Critical Sour Gas Well in the Post-Lodgepole Era, by 
A. Landsiedel, Vol. 26, No. 1, P74-80, Jan.-Feb. 87. 


R 


Recovery — Analytical Solutions for Vertical Fractures in a Composite 
System, by J.F. Stanislav, C.V. Easwaran and S.L. Kokal, Vol. 
26, No. 5, P51-56, Sept.-Oct. 87. 

Recovery Projects — Natural Gas Liquids Recovery Project, Taylor, 
British Columbia, by A.F. Sanderson, R.S. Goodall and M.W. 
Brown, Vol. 26, No. 2, P57-62, Mar.-Apr. 87. 

Relative Permeability — Effects of Temperature on Heavy Oil-Water 
Relative Permeability of Sand, by B.B. Maini and T. Okazawa, 
Vol. 26, No. 3, P33-41, May-June 87. 

Reservoir Engineering — Simulation of a Directly Miscible Vertical 
Displacement Hydrocarbon Solvent Flood, by D.W. Bennion aiid 
B. Stewart, Vol. 26, No. 1, P97-103, Jan.-Feb. 87. 

Assessing, and Compensating for, the Impact of the Leduc D-3A 
Gas Blowdown on the Other Golden Trend Pools, by G.L. Bar- 
foot and S.C.M. Ko, Vol. 26, No. 4, P28-36, July-Aug. 87. 
Reservoir Geology of the Neilburg McLaren Pool, Lloydminster 
Region of Saskatchewan, by L.W. Vigrass, S. Richardson and 
E.S. Pappas, Vol. 26, No. 4, P43-52, July-Aug. 87. 

Modelling Carbonate Reservoir Porosity for Enhanced Recovery 
Schemes, by D.M. Kent, Vol. 26, No. 4, P53-59, July-Aug. 87. 
Reservoir Characteristics of the Weyburn Field, Southeastern 
Saskatchewan, by A. Wegelin, Vol. 26, No. 4, P60-66, July- 
Aug. 87. 

Polymer-Augmented Waterflood in the Rapdan Upper Shaunavon 
Unit, by T.A. Campbell and R.C. Bachman, Vol. 26, No. 4, 
P67-73, July-Aug. 87. 

Further Analysis of Production-Performance Graphs, by R.A. 
Purvis, Vol. 26, No. 4, P74-79, July-Aug. 87. 

Mobility Control in Dynamic Gravity Segregation Flow Systems, 
by B.I. Nzekwu and D.W. Bennion, Vol. 26, No. 4, P80-87, July- 
Aug. 87. 

An Experimental Verification of a Modified Instability Theory for 


Immiscible Displacements in Porous Media, by H.K. Sarma and 
R.G. Bentsen, Vol. 26, No. 4, P88-99, July-Aug. 87. 

— An Analytical Model of One-Dimensional Miscible Displacement 
in Porous Media, by M.S. Jankovic, Vol. 26, No. 6, P82-95, 
Nov.-Dec. 87. 

Reservoir Heterogeneity — Simulation of a Directly Miscible Vertical 
Displacement Hydrocarbon Solvent Flood, by D.W. Bennion and 
B. Stewart, Vol. 26, No. 1, P97-103, Jan.-Feb. 87. 

Reservoir Properties — Reservoir Geology of the Neilburg McLaren 
Pool, Lloydminster Region of Saskatchewan, by L.W. Vigrass, 
S. Richardson and E.S. Pappas, Vol. 26, No. 4, P43-52, July- 
Aug. 87. 

Reservoir Simulation — Performance Evaluation of the Boundary 
Lake South Triassic ‘H’ Pool, by W. Griswold and S. Ko, Vol. 26, 
No. 4, P37-42, July-Aug. 87. 

Residual Resistance — Laboratory Evaluation of Crosslinked Polymer 
and Alkaline-Polymer-Surfactant Flood, by F.F.J. Lin, G.J. 
Besserer and M.J. Pitts, Vol. 26, No. 6, P54-65, Nov.-Dec. 87. 

Resistivity — Mud Filtrate Effects on the Laterolog in Alberta Foothills 
Carbonates, by T.T. Dziuba, Vol. 26, No. 5, P41-50, Sept.-Oct. 87. 

Rimbey-Meadowbrook Trend — Assessing, and Compensating for, the 
Impact of the Leduc D-3A Gas Blowdown on the Other Golden 
Trend Pools, by G.L. Barfoot and S.C.M. Ko, Vol. 26, No. 4, 
P28-36, July-Aug. 87. 


S 


Sand Production — Reservoir Geology of the Neilburg McLaren Pool, 
Lloydminster Region of Saskatchewan, by L.W. Vigrass, 
S. Richardson and E.S. Pappas, Vol. 26, No. 4, P43-52, July- 
Aug. 87. 

Sanderson, A.F. — Natural Gas Liquids Recovery Project, Taylor, 
British Columbia, by A.F. Sanderson, R.S. Goodall and 
M.W. Brown, Vol. 26, No. 2, P57-62, Mar.-Apr. 87. 

Sandstone Diagenesis — Reservoir Geology of the Neilburg McLaren 
Pool, Lloydminster Region of Saskatchewan, by L.W. Vigrass, 
S. Richardson and E.S. Pappas, Vol. 26, No. 4, P43-52, July- 
Aug. 87. 

Sarma, H.K. — An Experimental Verification of a Modified Instability 
Theory for Immiscible Displacements in Porous Media, by 
H.K. Sarma and R.G. Bentsen, Vol. 26, No. 4, P88-99, July- 
Aug. 87. 

Sayegh, S.G. — Multiple Contact Phase Behaviour in the Displacement 
of Crude Oil with Nitrogen and Enriched Nitrogen, by 
S.G. Sayegh, S.T. Wang and J. Najman, Vol. 26, No. 6, P31-39, 
Nov.-Dec. 87. 

Scott, E.J. Y. — Low-Temperature Visbreaking of Heavy Crude Oils, by 
N.Y. Chen and E.J.Y. Scott, Vol. 26, No. 3, P20-23, May-June 87. 

Scour — Caisson Wellheads Allow for Future Use of Offshore Explo- 
ration Wells, by I. McIntosh, G. Birarda and W.B. Jonasson, Vol. 
26, No. 1, P81-85, Jan.-Feb. 87. 

Secondary Porosity — Reservoir Geology of the Neilburg McLaren 
Pool, Lloydminster Region of Saskatchewan, by L.W. Vigrass, 
S. Richardson and E.S. Pappas, Vol. 26, No. 4, P43-52, July- 
Aug. 87. 

Settari, A. — Numerical Simulation of Hydraulic Fracturing Treat- 
ments with Low-Viscosity Fluids, by A. Settari, R.C. Bachman 
and D.C. Morrison, Vol. 26, No. 5, P31-40, Sept.-Oct. 87. 

Shibley, J.A. — Improved Well Productivity Realized by Fracturing 
with Frac Oil as Compared to Diesel, by J.A. Shibley and 
R.A.F. Leonard, Vol. 26, No. 1, P86-90, Jan.-Feb. 87. 

Simulation — Displacement of Heavy Oil Visualized by CAT Scan, 
by P.B. Fransham and J. Jelen, Vol. 26, No. 3, P42-47, May- 
June 87. 

Assessing, and Compensating for, the Impact of the Leduc D-3A 
Gas Blowdown on the Other Golden Trend Pools, by G.L. Bar- 
foot and S.C.M. Ko, Vol. 26, No. 4, P28-36, July-Aug. 87. 
Polymer-Augmented Waterflood in the Rapdan Upper Shaunavon 
Unit, by T.A. Campbell and R.C. Bachman, Vol. 26, No. 4, P67- 
73, July-Aug. 87. 

An Analytical Model of One-Dimensional Miscible Displacement 
in Porous Media, by M.S. Jankovic, Vol. 26, No. 6, P82-95, Nov.- 
Dec. 87. 

Sinal, M.L. — Liquid CO, Fracturing: Advantages and Limitations, by 
M.L. Sinal and G. Lancaster, Vol. 26, No. 5, P26-30, Sept.- 
Oct. 87. 

Solvent Extraction Process — Recent Enhancements in Mined Oil 
Sands Bitumen Extraction Technology, by R. Houlihan and 
K.H. Williams, Vol. 26, No. 1, P91-96, Jan.-Feb. 87. 


The Journal of Canadian Petroleum Technology 


f 
i 
§ 
: 
: 
f 
i 
H 
i 
| 
| 
| 
100 


Solvent Oil Mixing — Simulation of a Directly Miscible Vertical 
Displacement Hydrocarbon Solvent Flood, by D.W. Bennion and 
B. Stewart, Vol. 26, No. 1, P97-103, Jan.-Feb. 87. 

South Swan Hills — Performance of South Swan Hills Tertiary 
Miscible Flood, by L.J. Derochie, Vol. 26, No. 6, P76-81, 
Nov.-Dec. 87. 

Stable Displacement — Simulation of a Directly Miscible Vertical 
Displacement Hydrocarbon Solvent Flood, by D.W. Bennion and 
B. Stewart, Vol. 26, No. 1, P97-103, Jan.-Feb. 87. 

Stanislav, J.F. — Analytical Solutions for Vertical Fractures in a 
Composite System, by J.F. Stanislav, C.V. Easwaran and 
S.L. Kokal, Vol. 26, No. 5, P51-56, Sept.-Oct. 87. 

Steam Additives — The Use of Flue Gas with Steam in Bitumen 
Recovery from Oil Sands, by T.N. Nasr, D.R. Prowse and 
T. Frauenfeld, Vol. 26, No. 3, P62-69, May-June 87. 

Steam Injection — Rise of Interfering Steam Chambers, by 
R.M. Butler, Vol. 26, No. 3, P70-75, May-June 87. 

Steamflooding — Development and Testing of a Synthetic Cold Lake 
Oil Sand, by J. Ivory, W.D. Gunter, P. Mikkelsen, K.N. Chhom, 
J. Hruschak and B. Tilley, Vol. 26, No. 3, P48-53, May-June 87. 

— An Examination of Steam-CO, Processes, by T. Stone and 
J. Ivory, Vol. 26, No. 3, P54-61, May-June 87. 

Stewart, B. — Simulation of a Directly Miscible Vertical Displacement 
Hydrocarbon Solvent Flood, by D.W. Bennion and B. Stewart, 
Vol. 26, No. 1, P97-103, Jan.-Feb. 87. 

Stimulation — Heated Acids for Improved Stimulation, by 
M.L. Walker, S. Fredrickson, L. Norman and O. Hoch, Vol. 26, 
No. 5, P57-59, Sept.-Oct. 87. 

Stone, T. — An Examination of Steam-CO, Processes, by T. Stone and 
J. Ivory, Vol. 26, No. 3, P54-61, May-June 87. 

Sump — Waste Management for a Large-Scale Drilling Project, by 
G.E. Davies and J.H. Wensley, Vol. 26, No. 2, P44-51, Mar.- 
Apr. 87. 

Surveillance — Reservoir Surveillance Program: Judy Creek Beaverhill 
Lake ‘A’ Pool Hydrocarbon Miscible Flood, by H.P. Jonasson, 
Vol. 26, No. 6, P70-75, Nov.-Dec. 87. 

Surveys — An Evaluation of Survey Accuracy at Cold Lake, by 
D.A. Gust, Vol. 26, No. 2, P52-56, Mar.-Apr. 87. 

Svrcek, W.Y. — Corresponding States Method for Calculating 
Bitumen Viscosity, by A.K. Mehrotra and W.Y. Svrcek, Vol. 26, 
No. 5, P60-66, Sept.-Oct. 87. 

Sykes, M.D.H. — Reservoir Continuity for EOR Application, by 
R.S. Wu, R. Patel, J.P. Batycky and M.D.H. Sykes, Vol. 26, No. 
4, P100-102, July-Aug. 87. 

Syncrude Extraction Process — Recent Enhancements in Mined Oil 
Sands Bitumen Extraction Technology, by R. Houlihan and 
K.H. Williams, Vol. 26, No. 1, P91-96, Jan.-Feb. 87. 


T 


Taciuk Extraction Process — Receni Enhancements in Mined Oil 
Sands Bitumen Extraction Technology, by R. Houlihan and 
K.H. Williams, Vol. 26, No. 1, P91-96, Jan.-Feb. 87. 

Tailings — Recent Enhancements in Mined Oil Sands Bitumen Extrac- 
tion Technology, by R. Houlihan and K.H. Williams, Vol. 26, No. 
1, P91-96, Jan.-Feb. 87. 

Temperature — Effects of Temperature on Heavy Oil-Water Relative 
Permeability of Sand, by B.B. Maini and T. Okazawa, Vol. 26, 
No. 3, P33-41, May-June 87. 

Tertiary Recovery — Midale CO, Flood Pilot, by D.A. Beliveau, Vol. 
26, No. 6, P66-69, Nov.-Dec. 87. 

Thermal Recovery — Rise of Interfering Steam Chambers, by 
R.M. Butler, Vol. 26, No. 3, P70-75, May-June 87. 

Thermal Recovery Processes — An Expanded Compositional Model 
for Low-Temperature Oxidation of Athabasca Bitumen, by 
J.P. Millour, R.G. Moore, D.W. Bennion, M.G. Ursenbach and 
D.N. Gie, Vol. 26, No. 3, P24-32, May-June 87. 

Thief Zone — Performance Evaluation of the Boundary Lake South 
Triassic ‘H’ Pool, by W. Griswold and S. Ko, Vol. 26, No. 4, 
P37-42, July-Aug. 87. 

Tilley, B. — Development and Testing of a Synthetic Cold Lake Oil 
Sand, by J. Ivory, W.D. Gunter, P. Mikkelsen, K.N. Chhom, 
J. Hruschak and B. Tilley, Vol. 26, No. 3, P48-53, May-June 87. 

Tracers — Reservoir Surveillance Program: Judy Creek Beaverhill 
Lake ‘A’ Pool Hydrocarbon Miscible Flood, by H.P. Jonasson, 
Vol. 26, No. 6, P70-75, Nov.-Dec. 87. 


U 


Ursenbach, M.G. — An Expanded Compositional Model for Low- 
Temperature Oxidation of Athabasca Bitumen, by J.P. Millour, 
R.G. Moore, D.W. Bennion, M.G. Ursenbach and D.N. Gie, Vol. 
26, No. 3, P24-32, May-June 87. 


V 


Vigrass, L.W. — Reservoir Geology of the Neilburg McLaren Pool, 
Lloydminster Region of Saskatchewan, by L.W. Vigrass, 
S. Richardson and E.S. Pappas, Vol. 26, No. 4, P43-52, July- 
Aug. 87. 

Visbreaking — Low-Temperature Visbreaking of Heavy Crude Oils, by 
N.Y. Chen and E.J.Y. Scott, Vol. 26, No. 3, P20-23, May- 
June 87. 

Viscosity — Improved Well Productivity Realized by Fracturing with 
Frac Oil as Compared to Diesel, by J.A. Shibley and R.A.F. 
Leonard, Vol. 26, No. 1, P86-90, Jan.-Feb. 87. 

— Low-Temperature Visbreaking of Heavy Crude Oils, by N.Y. Chen 
and E.J.Y. Scott, Vol. 26, No. 3, P20-23, May-June 87. 

— Displacement of Heavy Oil Visualized by CAT Scan, by P.B. 
Fransham and J. Jelen, Vol. 26, No. 3, P42-47, May-June 87. 

— A New Stability Theory for Designing Graded Viscosity Banks, 
by G. Coskuner and R.G. Bentsen, Vol. 26, No. 6, P26-30, 
Nov.-Dec. 87. 

Viscous Oil — Reservoir Geology of the Neilburg McLaren Pool, 
Lloydminster Region of Saskatchewan, by L.W. Vigrass, 
S. Richardson and E.S. Pappas, Vol. 26, No. 4, P43-52, July- 
Aug. 87. 


Ww 


Walker, M.L. — Heated Acids for Improved Stimulation, by 
M.L. Walker, S. Fredrickson, L. Norman and O. Hoch, Vol. 26, 
No. 5, P57-59, Sept.-Oct. 87. 

Wang, S.T. — Multiple Contact Phase Behaviour in the Displace- 
ment of Crude Oil with Nitrogen and Enriched Nitrogen, by 
S.G. Sayegh, S.T. Wang and J. Najman, Vol. 26, No. 6, P31-39, 
Nov.-Dec. 87. 

Waste Management — Waste Management for a Large-Scale Drill- 
ing Project, by G.E. Davies and J.H. Wensley, Vol. 26, No. 2, 
P44-51, Mar.-Apr. 87. 

Waterflooding — Performance Evaluation of the Boundary Lake 
South Triassic ‘H’ Pool, by W. Griswold and S. Ko, Vol. 26, 
No. 4, P37-42, July-Aug. 87. 

Reservoir Characteristics of the Weyburn Field, Southeastern 
Saskatchewan, by A. Wegelin, Vol. 26, No. 4, P60-66, July- 
Aug. 87. 

Polymer-Augmented Waterflood in the Rapdan Upper Shaun- 
avon Unit, by T.A. Campbell and R.C. Bachman, Vol. 26, No. 
4, P67-73, July-Aug. 87. 

Mobility Control in Waterflooding Oil Reservoirs with a 
Bottom-Water Zone, by M. Rafiqul Islam and S.M. Faroug Ali, 
Vol. 26, No. 6, P40-53, Nov.-Dec. 87. 

Wegelin, A. — Reservoir Characteristics of the Weyburn Field, 
Southeastern Saskatchewan, by A. Wegelin, vol. 26, No. 4, 
P60-66, July-Aug. 87. 

Well Fracture — Analytical Solutions for Vertical Fractures in a Com- 
posite System, by J.F. Stanislav, C.V. Easwaran and S.L. Kokal, 
Vol. 26, No. 5, P51-56, Sept.-Aug. 87. 

Well Licence — Canterra Caroline 12-12-32-6 W5M: The Drilling of a 
Critical Sour Gas Well in the Post-Lodgepole Era, by A. Land- 
siedel, Vol. 26, No. 1, P74-80, Jan.-Feb. 87. 

Wensley, J.H. — Waste Management for a Large-Scale Drilling 
Project, by G.E. Davies and J.H. Wensley, Vol. 26, No. 2, 
P44-51, Mar.-Apr. 87. 

Williams, K.H. — Recent Enhancements in Mined Oil Sands Bitumen 
Extraction Technology, by R. Houlihan and K.H. Williams, Vol. 
26, No. i, P91-96, Jan.-Feb. 87. 

Wu, R.S. — Reservoir Continuity for EOR Application, by R.S. Wu, 
R. Patel, J.P. Batycky and M.D.H. Sykes, Vol. 26, No. 4, 
P100-102, July-Aug. 87. 


January-February 1988, Montreal 


